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Abstract 
Ongoing climate change poses a major threat to the soil resources of many African countries that 
mainly rely on an agricultural economy. While arid and semi-arid lands (ASALs) take up most of 
Kenya’s land mass, approximately 64% of its total croplands lie within mountainous areas with high 
rainfall, hence, areas highly vulnerable to water erosion. This study applied the Revised Universal 
Soil Loss EquaƟon (RUSLE) to esƟmate future soil erosion rates at the naƟonal level based on four 
Coupled Model Intercomparison Project v5 (CMIP5) models under two RepresentaƟve 
ConcentraƟon Pathway (RCP) scenarios. Results showed the current soil loss rate to be at 4.76 t 
ha−1 yr−1 and projected an increase in average rainfall erosivity under the two scenarios, except for 
RCP-2.6 (2030s) and (2080s) for the MIROC-5 model. Future projecƟons revealed an incremental 
change in rainfall erosivity from the baseline climate by a cumulaƟve average of 39.9% and 61.1% 
for all scenarios by the 2030s and 2080s, respecƟvely, while soil loss is likely to increase 
concomitantly by 29% and 60%, respecƟvely. The CCCMA_CANESM2 model under the RCP 8.5 
(2080s) scenario projected the highest erosion rate of 15 t ha−1 yr−1 over Kenya, which is a 
maximum increase of above 200%, with the RiŌ Valley region recording an increase of up to 100% 
from 7.05 to 14.66 t ha−1 yr−1. As a first countrywide future soil erosion study, this assessment 
provides a useful reference for prevenƟng water erosion and improving ecosystem service security. 
 
1.0 IntroducƟon 
The global soil erosion rate (36 billion metric tons of soil per annum) is projected to increase by as 
much as 30–66% over the next half century due to climate change, with the highest rise projected 
over Sub-Saharan Africa (SSA) (Borrelli et al., 2017). AcceleraƟng global warming severity is 
expected to have adverse effects on crop producƟon, adversely affecƟng food security, especially 
in the drought prone SSA countries that mainly rely on rain-fed agriculture. Future climate 
variability will most likely intensify rainfall runoff paƩerns, leading to increased soil water erosion, 
thus negaƟvely impacƟng agricultural producƟon in this region (Fenta et al., 2020). This endangers 
more than half of the human populaƟon in SSA countries that are predominantly over-dependent 
on subsistence farming (Fenta et al., 2020), Within East Africa (EA), both climaƟc variability 
(temperature extremes, altered biomass cover and precipitaƟon concentraƟon) and human-
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related acƟviƟes (land use and control pracƟces) have been the core drivers of soil loss increments 
in recent years, currently approximated at 4.0 Bt yr−1. The Intergovernmental Panel on Climate 
Change (IPCC) 2014 report 2 and recent studies projected a high ‘likelihood of enhanced rainfall’ 
in EA due to increases in the concentraƟon of atmospheric greenhouse gases (GHG). Since almost 
75% of soil erosion variaƟon is aƩributed to rainfall erosivity and the terrain’s slope gradient, the 
projected precipitaƟon over EA heightens the potenƟal level of soil loss in this tropical region. It is 
thus increasingly necessary to quanƟfy climate-driven soil erosion rates in order to formulate 
appropriate adaptaƟon and conservaƟon measures. 
 
The exacerbaƟon of soil erosion due to climaƟc changes has profound implicaƟons on the natural 
environment, including reduced soil nutrients and organic maƩer, land degradaƟon, ecosystems 
deterioraƟon, polluƟng water quality and sedimentaƟon. In Kenya, approximately 61.4% of the 
total land mass is under severe land degradaƟon, while the average annual soil loss rate for all 
croplands (mostly in highland areas with high annual precipitaƟon) was recently esƟmated at 26 t 
ha−1 yr−1. Thus, cropland areas are incurring agricultural producƟvity and ecosystem services losses, 
as they have surpassed the average annual soil loss threshold for tropical areas (11 t ha−1 yr−1), as 
indicated by references (Pandey et al., 2016). Arid and Semi-Arid Lands (ASALs) that occupy about 
84% (Gichenje et al., 2019) of the total area are highly vulnerable to food insecurity due to high 
evapotranspiraƟon rates, prolonged droughts and highly erodible soils coupled with torrenƟal 
rainstorms. These ASALs form a vital ecosystem, as they support over 30% of Kenya’s populaƟon, 
70% of the total naƟonal livestock and over 65% of natural wildlife (Kogo et al., 2021). 
 
Kenya is highly vulnerable to the effects of climate variability. In the recent past, the country and 
the Greater Horn of Africa at large recorded extreme climaƟc events, including the El-Niño–La-
Niña phenomena that exposed it to drought, floods, landslides and habitat destrucƟon. Recent 
rainfall paƩern changes (reducƟon in March–May ‘long rains and weƩer October–December ’short 
rains’) have partly resulted in flooding of the lakes within the Kenya Great RiŌ Valley region, causing 
huge environmental and socio-economic losses. OƟeno (2013) predicted an increase in the March–
May long rains over EA, although Rowell et al. (2015) noted the ‘East African climate parodox’, 
given the opposite trends between the observed and projected rainfall. With such high rainfall 
uncertainty, it is of significance to quanƟfy future trends of rainfall erosivity and determine their 
implicaƟons on future soil erosion rates within the country. 
 
Agriculture contributes the largest share of Kenya’s economy and provides employment to 
approximately 67% of the populaƟon. This implies that in order to achieve producƟvity that 
matches the demand of an ever-increasing human populaƟon (a 60–110% increase in food 
producƟon, it is imperaƟve to devise eco-sustainable producƟon methods, as well as monitor soil 
erosion within the country from a climate change perspecƟve. Different studies have applied 
various approaches to highlight environmental issues related to soil erosion within the country, 
majorly on short temporal scales. Recent works by (Kogo et al., 2021; Watene et al., 2021) uƟlized 
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the widely applied Revised Universal Soil Loss EquaƟon (RUSLE) model and noted incremental 
changes in soil erosion rates by 66% and 14% in the Western and RiŌ Valley regions, respecƟvely, 
over the past two decades.  
 
Numerous studies have incorporated projected precipitaƟon data from General CirculaƟon Models 
(GCMs) to predict rainfall erosivity climaƟc factor within RUSLE (Teng et al., 2018). Studies in 
Ethiopia an increase of 23% in soil loss vulnerability by the year 2050 (Moges et al., 2020). 
Nevertheless, only a small number of researchers have esƟmated soil loss risk in SSA countries 
using future GCMs. The aim of this study has been to (i) assess the current soil erosion rates at the 
naƟonal scale by physiographic regions and topography and (ii) evaluate the spaƟal and temporal 
variability of future rainfall erosivity and soil loss based on GCMs of CMIP 5 under RCP 2.6 
(opƟmisƟc) and 8.5 (pessimisƟc) scenarios. 
 
2.0 Materials and methods 
2.1. DescripƟon of the study area 
Kenya is an equatorial country that geographically extends between laƟtudes 4◦63഻ N and 4◦68഻ S 
and longitudes 33◦9഻ E and 41◦9഻ E (Figure 1). The country has a moderate tropical climate with 
large regional variaƟons influenced by mulƟple factors (Gichenje et al., 2019). It has a high 
undulaƟng topography and heterogeneous landscape covering an area of approximately 582,646 
km2, with a human populaƟon of 47.5 million. The mountains and plateaus of the inland area have 
a temperate climate, while the north-eastern region that forms part of the eastern-end of the 
Sahelian zone is mostly hot and dry all year long. Kenya receives an average annual rainfall 
(bimodal) of about 680 mm, with the dominant African savannah climate (Figure 2a) having a mean 
annual precipitaƟon of about 2000 mm. The ‘Very Arid’ zone occupies about 43.5% of the total 
area followed by the ‘Arid’ zone which has 21.6% coverage. The major soil types are Luvisoil (19.2%) 
and Yermosols (18.7%). According to the 2016 Climate Change IniƟaƟve Land Cover map of Africa 
(CCI-LULC) the dominant land classes include grassland (37.2%) and shrubland (30.2%). 
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Fig. 1. Map of the study area: (a) posiƟon of Kenya within Africa (b) the regions of Kenya 

 
Approximately 21.6% of the country experienced a browning trend as per the 2015 land 
degradaƟon-neutrality (LDN) naƟonal baseline due to climate change and increasing human 
populaƟon pressure. This has endangered sustainable agriculture that forms the country’s 
mainstay economy. In recent years, rainfall-related risks have plagued the country, including floods, 
landslides and droughts. Currently, most of the Great Lakes have drasƟcally bulged flooding large 
tracts on adjacent farmlands and seƩlements. This has been aƩributed to a 50-year period of 
climaƟc phenomena], as well as the recent enhanced OND East African short rains linked to the 
Indian Ocean Dipole (IOD). Rampant deforestaƟon in the country’s water towers and adverse 
farming pracƟces within highland areas could also have altered surface water runoff paƩerns into 
these lakes. 
 
2.3. General circulaƟon models 
CCCMA_CANESM2, CESM1-CAM5, CSIRO_MK3.6.0 and MIROC-5 CMPI5 GCMs are among the top 
eight models that well simulate rainfall paƩerns for the EA region (Ongoma et al., 2018). The 
projected precipitaƟon data of these four GCMs were downloaded from the CMPI5 archive of the 
Climate Change Agriculture and Food Security (CCAFS) database for the 020–2049 and 2060–2089 
periods under two RepresentaƟve ConcentraƟon Pathways: RCP 2.6 (low scenario) and RCP 8.5 
(high baseline emission scenario). The RCP 2.6 and 8.5 represent radiacƟve forcing of 3.0 and 8.5 
W/m2, respecƟvely, by 2100. The baseline climaƟc data, at 1 km2 spaƟal resoluƟon, was sourced 
from the WorldClim database. The WorldClima data form an integral input in the formulaƟon of 
future GCMs; thus, they are seen as a good source of baseline climaƟc data. In this study, future 
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climaƟc data were staƟsƟcally bias corrected and downscaled to unify their horizontal resoluƟon 
with that of the baseline data using the delta method. Projected rainfall erosivity for the 2030s and 
2080s periods were then quanƟfied based on the R factor methods from the RUSLE model (Figure 
6). 
 

 
Fig. 2. IntegraƟon of the climate change scenarios with the R factor used in this study 

 
2.4. Methodological framework 
2.4.1. RUSLE model applicaƟon 
Recent advancements in GIS and remote sensing technologies have made it relaƟvely easy to 
esƟmate and monitor soil loss, both at local and global scales (with varying climates), using the 
empirical RUSLE soil erosion model. As an updated version of the Universal Soil Loss EquaƟon 
(USLE), the RUSLE equaƟon forecasts soil erosion risk using five environmental and anthropogenic 
variables: rainfall erosivity, topography, vegetaƟon cover and land support pracƟces. The average 
annual soil loss (A) in the RUSLE model is expressed by EquaƟon (1) (Wischmeier and Smith, 1978). 
 
𝐴 =  𝑅 ∗  𝐾 ∗  𝐿𝑆 ∗  𝐶 ∗  𝑃              (1) 
 
where: A is expressed in MJ mm ha−1 h−1 yr−1, R is the rainfall erosivity factor (MJ mm ha−1 h−1 yr−1), 
K is the soil erodibility factor (t ha h ha−1 MJ−1 mm−1), LS is the slope length and steepness factor 
(dimensionless), C is the cover management factor (dimensionless, ranges from zero to one) and 
P is the conservaƟon pracƟce factor (dimensionless) 
 
2.4.2. Rainfall erosivity (R) factor 
Rainfall erosivity is the most significant factor in the RUSLE model; it influences approximately 80% 
of the total soil loss. The rainfall erosivity factor is the product of raindrop kineƟc energy (E) and 
the maximum 30 min rainfall intensity (I30). Acquiring complete pluviographic data (with a 
minimum of 20 years in order to capture cyclical rainfall dynamics) is a huge setback in African 
countries due to insufficient gauged meteorological staƟons. Here, EquaƟons (2 & 3) were applied 
(Wischmeier and Smith, 1978). 
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𝑅 =  0.04830 ∗  𝑃1.61, 𝑤ℎ𝑒𝑟𝑒 𝑃 ≤  850 𝑚𝑚        (2) 
 
𝑅 =  587.8 −  1.219𝑃 +  0.004105𝑃2, 𝑤ℎ𝑒𝑟𝑒 𝑃 ≥  850 𝑚𝑚      (3) 
where: P is the average mean annual rainfall (mm) and R is the rainfall erosivity (MJ mm ha−1 h−1 
y−1). 
 
2.4.3. Soil erodibility factor 
The soil erodibility (K) factor takes into account the inherent soil properƟes (including soil texture, 
organic maƩer content and the permeability) to quanƟfy soil erodibility or suscepƟbility to 
disintegraƟon due to surface water runoff acƟon. This present study uƟlized the EPIC (erosion-
producƟvity impact calculator) model, as contended by Williams (Fenta et al., 2020), to derive the 
K factor using the sand, organic, silt and sand soil fracƟons of the area, as compiled by the Africa 
Soil InformaƟon Service (AfSIS). 
 
2.4.4. Slope length and slope steepness (LS) factor 
The dimensionless LS geophysical factor is a product of two terrain derivaƟves (slope length (L) and 
slope steepness factor (S)) that expresses the influence of the landscape on soil loss. Slope length 
as the distance between the point of origin of overland flow to the point where the surface runoff 
waters flow into a well-defined channel (Kim and Pierre, 2006). High slope lengths along steep 
slopes result in increased surface runoff and, thus, high erosion rates. A 30 m void-filled SRTM DEM 
was first pre-processed to correct for sink errors before esƟmaƟng slope length and steepness 
aƩributes using the SpaƟal Analyst extension of ArcMap 10.2 (Environment Systems Research 
InsƟtute (ESRI) Inc., Redlands, CA, USA).  
 
2.4.5. Cover management factor (C) factor 
The C factor varies from 0 to 1 and models the conservaƟve property of ground vegetaƟon cover 
against surface water runoff. This implies that holding other parameters constant, thick canopies, 
e.g., forests, are more likely to prevent soil erosion beƩer than bare or sparse cover; thus, they are 
assigned a low C factor value. 
 
2.4.6. Support pracƟce (P) factor 
The P factor reflects the effects of man-made soil conservaƟon measures with reference to how 
they impact the intensity and flow of surface runoff. Various approaches have been employed to 
determine the P factor, e.g., applying DEM, high resoluƟon imagery and using LULC maps in 
combinaƟon with field inspecƟons. However, only a liƩle has been done to determine support 
pracƟces across the EA region. A P factor value of one (1), indicaƟng no major support pracƟce in 
place, was thus adopted for the enƟre study area 
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3.0 Results 
3.1. EsƟmated baseline soil erosion rates in Kenya 
The baseline and observed precipitaƟon were staƟsƟcally compared to evaluate the quality of the 
simulaƟon produced by the WorldClim data. A correlaƟon coefficient of approximately 0.91 was 
observed, indicaƟng the strong relaƟonship between these two variables. The mean annual R 
factor generated by observed rainfall data varied from 267–31,667 MJ mm ha−1 h−1 yr−1, with an 
average of 1714.31 MJ mm ha−1 h−1 yr−1. In comparison, the WorldClim data presented an R factor 
(baseline) with an average of 1665.9 MJ mm ha−1 h−1 yr−1. The observed and baseline R factors 
showed 0.93, 273 MJ mm ha−1 h−1 yr−1 and 0.74 for R2, RMSE and NSE, respecƟvely, demonstraƟng 
a saƟsfactory model performance. Highland regions with high mean annual rainfall presented R 
factor values >5000 MJ mm ha−1 h−1 yr−1. 
 
The Soil erodibility Factor (K) had a mean value of 0.019 t ha h ha−1 MJ−1 mm−1 and ranged from 
0.014 to 0.028 t ha h ha−1 MJ−1 mm−1, while the cover management Factor (C) had a mean value 
of 0.089. The northern parts of Kenya with bare and arid surfaces recorded the highest C values. 
Almost 78% of the country had an LS factor between 0 and 10, while 4% had values of more than 
10 (even though steep gradients may not necessarily show high erosion suscepƟbility [50]). The 
mean baseline soil erosion rate was observed to be 4.76 t ha−1 yr−1 which had a spaƟal distribuƟon 
that varied equally with that of the annual precipitaƟon of the country (Figure 9). The baseline 
erosivity density ED had an average value of 2.77 MJ ha−1 h−1 and a standard deviaƟon 1.06 MJ ha−1 
h−1. 
 
3.2. Projected rainfall erosivity and soil erosion rates in Kenya 
For the 2080s period, all the GCMs, except MIROC-5 RCP 2.6, revealed an increase in precipitaƟon, 
with CCCMA_CANESM2 RCP 8.5 recording the highest rise of 85.2% for the enƟre country. Similarly, 
only MIROC-5 RCP 2.6, MIROC-5 RCP 8.5 and CSIRO_MK3.6.0 RCP 2.6 GCMs resulted in a 
precipitaƟon decrease in all of the 2030s projecƟons. NaƟon- wide, there was a general upward 
trend in rainfall erosivity in all the GCMs in both periods, except for MIROC-5 RCP 2.6 (2030s) and 
MIROC-5 RCP 8.5 (2080s), which showed −3.9% and −8.2% decreases, respecƟvely. 
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Fig. 3. RUSLE parameters applied for soil erosion esƟmaƟon in Kenya: (a) Rainfall erosivity (b) Soil 

erodibility (c) Terrain factor (d) VegetaƟon cover factor 
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Fig. 4. (a) SpaƟal distribuƟon of the mean baseline annual soil erosion rate (b) Baseline erosivity 

density distribuƟon 
 
CCCMA_CANESM2 RCP 2.6 (2080s) produced the largest percentage change of erosivity density, 
followed by CCCMA_CANESM2 RCP 8.5 (2030s). The projected mean annual erosion rates for the 
CCCMA_CANESM2 GCMs were notably high amongst all the other GCMs under all scenarios, with 
CCCMA_CANESM2 RCP 2.6 recording an increment of 99.16% in the 2030s and a 217.23% increase 
in the 2080s under RCP 8.5, respecƟvely. The overall average soil erosion rate of all the GCMs 
ensembles in the 2030s Ɵme-slice demonstrated a 29% increase compared to the baseline period, 
while for the 2080s period, a +59.87% change was noted. All the GCMs revealed increments in 
future erosivity values across all Kenyan regions in the years 2030s and 2080s under RCP 8.5, except 
CSIRO_MK3.6.0 RCP 8.5 (2030s) (−3.9% for the coastal region), MIROC-5 RCP 8.5 (2030s) (–3.2% 
and –15.7% for the northern and RiŌ Valley regions, respecƟvely) and MIROC-5 RCP 8.5 (2080s) (–
5% for riŌ valley region). The MIROC-5 GCM produced the most varied changes, including the 
lowest change of −25.1% for the RiŌ Valley Region in the 2080s under RCP 2.6. The North Eastern 
Region (NER) had the lowest rainfall erosivity among all the Kenya regions, with a mean rainfall 
erosivity of 644.8 MJ mm ha−1 h−1 yr−1 in the baseline period. The CSIRO_MK3.6.0 RCP-2.6 (2030s) 
forecasted the lowest change of −16.3% in this region, followed by MIROC-5, which predicted a 
decrease ranging from −3.2% to −11.8% during the two Ɵme periods for the two emission 
scenarios. In contrast, the CESM1-CAM5 RCP-8.5 (2080s) predicted the highest increase in rainfall 
erosivity of approximately 97.3%. The baseline average rainfall erosivity of the Lake Victoria region 
that falls within the tropical rainforest climate had the highest rise (98.0%) under the 
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CCCMA_CANESM2 RCP-8.5 (2080s) projecƟon. Most of the GCMs produced posiƟve changes in 
the mean annual erosion rates, with the riŌ valley region indicaƟng the highest change (107.94% 
under the CCCMA_CANESM2 RCP 8.5 (2080s)). 
 

 
Fig. 5. Rainfall erosivity projecƟons in Kenya for the periods of the 2030s and 2080s under the RCP 

2.6 and 8.5 scenarios, Rainfall erosivity projecƟons in Kenya for the periods of the 2030s and 
2080s under the RCP 2.6 and 8.5 scenario- driven by CCCMA_CANESM2, CESM1-CAM5, 

CSIRO_MK3.6.0 and MIROC-5 GCMs 
 

4.0 Discussion 
The current study emphasized the merits of the well-tested RUSLE model for monitoring soil 
erosion rates, which include fast analyses of the impacts of future climate variability on soil erosion 
(climaƟc factor), easy adaptability in many GIS plaƞorms (which allows simple computaƟon, even 
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for naƟonwide erosion risk assessments) and applicability of easily accessible data (both at global 
and local scales). The baseline results of the present study were in agreement with other similar 
works performed within Kenya and around the EA region. The baseline mean annual soil erosion 
rate was within the range of erosion rates for the EA region, as well as for the African conƟnent. 
 

 
Fig. 6. Soil erosion rates projecƟons in Kenya for the periods of the 2030s and 2080s under RCP 

2.6 and RCP 8.5 driven by CCCMA_CANESM2, CESM1-CAM5, CSIRO_MK3.6.0 and MIROC-5 
GCMs.-CAM5, CSIRO_MK3.6.0 and MIROC-5 GCMs. 
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The baseline soil erosion rate results concurred with the results reported previously in the mulƟple 
regional studies [14,16, The current soil loss rate esƟmaƟon also corroborated the range of mean 
erosion rate values for Kenya (5.67 t ha−1 yr−1) reported in the Global Soil Erosion Modelling 
(GloSEM).  
  
The baseline results of the present study were also compared to previous soil erosion plot studies 
in Kenya for validaƟon purposes. The enƟre croplands in the country were esƟmated to have the 
highest baseline average annual soil loss rate (17.86 t ha−1 yr−1), which is comparable to the results 
reported by Fenta et al., (2020). Most of the croplands are found within areas of steep terrain and 
highly erodible soils. The total baseline soil erosion rate esƟmated in Kenya (4.76 t ha−1 yr−1) was 
slightly less than in most regions of the globe: 10.8-46 t ha−1 yr−1 for Africa and 0–273 t ha−1 yr−1 
for Nepal (Koirala et al., 2019).  
 
Both global and regional phenomena contribute to the heterogeneous nature of Kenya’s rainfall 
paƩern. These include the seasonal migraƟon of the ITCZ that accounts for the EA’s seasonal 
rainfall variability, solar flux fluctuaƟons and global sea surface temperatures (SST) in the AtlanƟc 
Ocean, as well as the Indian and Pacific Ocean anomalies that are linked to the Indian Ocean Dipole 
(IOD) and the El Niño Southern OscillaƟon (ENSO), respecƟvely. Other factors, including proximity 
to large inland lakes and orographic effects, greatly influence moisture exchanges, thus 
contribuƟng to variable local rainfall paƩerns.  
 
As presented in other previous regional research, this study predicted the soil erosion in Kenya 
with respect to changes in the climaƟc factor (rainfall erosivity) within the RUSLE model, while 
holding the other factors constant. Our results indicate that the overall future soil loss rate is 
projected to increase significantly for both Ɵme slices, due to the increased erosive power of 
precipitaƟon. There was an overall dramaƟc posiƟve change in rainfall erosivity in the invesƟgated 
area across all the models, except for model MIROC-5 under the RCP 2.6 scenario for the 2030s 
and MIROC-5 under RCP 8.5 for the 2080s.  
 
It is important for the country to adapt to these expected changes and devise soil and water 
conservaƟon policies that will enhance agricultural resilience (ensure a balance between food 
security and acceptable soil loss rates). EffecƟve soil conservaƟon methods, as eco-sustainable 
agricultural technologies, should be conƟnuously implemented in such areas. On the other hand, 
public policies should encourage more agricultural expansions in regions projected to have 
reducƟons in average rainfall erosivity (and consequent low soil loss rates), e.g., the North Eastern 
region, Coastal region and northern parts of the RiŌ Valley. The recently launched Galana Kalalu 
irrigaƟon scheme within the NER and CR can be seen as a profitable shiŌ from the country’s 
overdependence on rain-fed agriculture aimed at improving food security. Nevertheless, cauƟon 
should be taken when converƟng such natural landscapes into croplands via irrigaƟon, as increased 
farming in arid lands with no accompanying conservaƟon pracƟces can greatly enhance soil loss 
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rates. The inability to reflect major rainfall erosivity variability arising from extreme rainfall 
phenomena is a major setback of the RUSLE empirical method applied. The monthly precipitaƟon 
data used in the study would not be sufficient to account for the size of rain- drops and rainfall 
duraƟon, which bear a direct correlaƟon to surface erosion. In addiƟon, uncertainƟes inherent to 
GCMs, including bias correcƟon methods (Delta method), spaƟal resoluƟon (resampling to 1 km 
resoluƟon) and other model assumpƟons, also pose a major limitaƟon to the present study. 
Different researchers across the globe have applied mulƟple climate models with variable future 
scenarios with an aim to miƟgate such uncertainƟes. Likewise, four GCMs that address differences 
or inconsistencies arising from climate change signals, e.g., MIROC-5 and CCCMA_CANESM2, were 
employed based on previous climatology research in Kenya and other similar tropical regions. 
Different studies have uƟlized mulƟple GCMs in soil erosion predicƟons in order to reduce the 
uncertainƟes inherent to climate models.  
 
5.0 Conclusions and recommendaƟons 
Soil conservaƟon is an integral environmental goal in Kenya as it embarks on its ambiƟous Kenya 
Vision 2030 of aƩaining food security and increasing agricultural producƟon. Kenya also strives to 
align itself with the United NaƟons Sustainable Development Goals (SDGs) by enhancing soil 
protecƟon in order to aƩain land degradaƟon neutrality by 2030. Recent IPCC reports projected 
increases in the frequency and/or the intensity of heavy precipitaƟon and pluvial flooding over EA. 
This increases the risk of soil loss by water in the next century. The present study examined the 
magnitude of current soil erosion rates (baseline climate) for Kenya, as well as the potenƟal 
impacts of climate change on rainfall erosivity using mulƟple GCMs (CCCMA_CANESM2, CESM1-
CAM5, CSIRO_MK3.6.0 & MIROC-5) under two greenhouse emissions (RCP2.6 and RCP8.5) for the 
2030s and 2080s periods. The baseline soil loss rate was esƟmated at 4.76 t ha−1 yr−1, with 
agricultural land being the most suscepƟble to erosion. There was a steady increase in mean soil 
erosion rates across most of the model ensembles from the 2030s to 2080s, with only four of all 
the 16 future scenarios recording a decline in erosion rates. All of the GCMs showed a posiƟve 
change in average annual rainfall erosivity under all scenarios, except for MIROC-5-RCP2.6 in both 
the 2030s and 2080s Ɵme slices. The cumulaƟve average of rainfall erosivity and soil erosion rates 
for all of the GCMs in the 2030s (both RCP2.6 and RCP8.5 combined) showed an increase of 39.9% 
and 29%, respecƟvely, compared with the baseline climate. Similarly, the aggregate average of 
rainfall erosivity and the soil loss rate for all the GCMs projected increases of 61.1% and 59.87% 
respecƟvely, in the 2080s. The highest posiƟve change (217.23%) of the soil loss rate over Kenya 
belonged to CCCMA_CANESM2 RCP 8.5 in the 2080s, while the minimum (−14.29%) was projected 
under the MIROC-5 RCP 2.6 in the 2030s period. Future climaƟc projecƟons indicate that major 
expected increases in rainfall erosivity and soil loss rates are concentrated in the CER and RVR, 
which represent the main crop producƟon regions of Kenya. In the RiŌ Valley Region, the relaƟve 
variaƟon of the mean soil loss rate rose up to 107.94% (CCCMA_CANESM2 RCP 8.5 (2080s). This 
study provides a good reference to policy makers to enable them devise adapƟve soil erosion 
conservaƟon measures. 
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