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Abstract 
Flooding is one of the most catastrophic natural disasters globally, significantly impacƟng 
communiƟes, infrastructure, and economies. Upper Athi River basin, is one of the river basins in 
Kenya that is under increasing risk of flooding due climate change, rapid urbanizaƟon, and 
unsustainable land use pracƟces. The objecƟve of this study was to assess and map the flood 
hazard in the upper Athi River Basin. The study used HEC- HMS to simulate the hydrological 
processes of the basin and to generate the flood hydrographs that were then routed in the river 
channel using HEC-RAS model.  Flood hydrographs with return periods of 25, 50 and 100 years 
were modelled (using flow rouƟng methods) through the river channel. HEC-HMS and HEC-RAS 
models were calibrated and validated using observed discharge and water surface profile data, 
respecƟvely and before they were used for simulaƟon. Model performance, staƟsƟcally assessed 
using Nash-Sutcliffe Efficiency, was found to be very good. Flood hazard maps developed from the 
study showed that a 25-year flood would cause an inundaƟon of 17 meters from the river bank 
which increased by 29% and 106% for 50- and 100-year floods respecƟvely. The water level (depth) 
in the main channel increased by 50% and water velocity tripled for a 100-year flood compared to 
25-year flood. The results show increasing potenƟal risks of flooding posed to agriculture, 
infrastructure and people living in the mapped flood zones. The findings highlight the need for 
flood hazard maps to be incorporated into land-use planning, emergency response strategies, and 
policy frameworks to enhance flood risk management. To miƟgate future flood risks, the study 
recommends establishment of early warning systems and implemenƟng sustainable land 
management pracƟces, such as afforestaƟon and pervious pavements. 
 
Keywords: Flood hazard mapping, flood hazard assessment, hydraulic modelling, athi river basin, 
flood mapping, return period analysis, hydrological calibraƟon, inundaƟon modelling, climate 
change impact. 
 
1.0 IntroducƟon 
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Flooding remains one of the most frequent and destrucƟve natural hazards worldwide, posing 
significant threats to human life, infrastructure, ecosystems, and economies [1,2]. The socio-
economic consequences are oŌen devastaƟng, including property damage, displacement of 
populaƟons, and the collapse of criƟcal infrastructure [3]. The increasing frequency and severity 
of flood events, parƟcularly in the developing world, are aƩributed to a combinaƟon of climate 
change, rapid urbanizaƟon, land-use changes, and poor drainage infrastructure [4–6]. 
 
EffecƟve flood hazard assessment is a fundamental component of disaster risk reducƟon. It informs 
emergency preparedness, land-use planning, and the design of structural miƟgaƟon measures [7]. 
A range of tools and techniques are used in flood hazard assessments, including historical flood 
event analysis, Geographic InformaƟon Systems (GIS), and hydraulic modeling. Among these, GIS 
and numerical models like the Hydrologic Engineering Center's Hydrologic Modeling System (HEC-
HMS) and River Analysis System (HEC-RAS) have become integral to flood simulaƟon and mapping 
[8–10]. 
 
In Kenya, the upper Athi River Basin is increasingly affected by seasonal floods due to a combinaƟon 
of factors such as intense rainfall, land degradaƟon, floodplain encroachment, and inadequate 
stormwater infrastructure [11]. Neighborhoods such as Kwa Mangeli, Kwa Nzomo, and Graceland 
Estate have been repeatedly affected, with over 2,000 residents displaced in recent years [12]. 
Although frameworks for flood management exist, the region lacks a reliable, data-driven flood 
hazard map that reflects both current and future risks. 
 
The need for a detailed and accurate flood hazard assessment in the Athi River Basin is underscored 
by the limited availability of localized flood risk data, especially in vulnerable areas [13,14]. In 
response to this gap, the present study employs an integrated modeling approach using HEC-HMS 
and HEC-RAS to simulate flood events and develop hazard maps for mulƟple return periods (25-, 
50-, and 100-year events). The simulated hydrographs from HEC-HMS serve as upstream boundary 
condiƟons for HEC-RAS, which calculates flood extents and water depths across the floodplain. 
 
The overall aim of this study is to assess and map flood hazards in the upper Athi River Basin using 
hydraulic modeling. Specifically, the study seeks to: (1) simulate flow hydrographs for various flood 
magnitudes using HEC-HMS; (2) calibrate and validate the HEC-RAS model using historical flood 
data; and (3) develop flood hazard maps for mulƟple return periods. The outputs of this work are 
expected to support evidence-based decision-making for flood miƟgaƟon, emergency response 
planning, and climate resilience building in the region. 
 
2.0 Materials and methods 
2.1 Study area 
This study was conducted in the upper Athi River Basin, located in Kenya. The basin, with an area 
of approximately 66,559 km², experiences a semi-arid to sub-humid climate, characterized by 
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bimodal rainfall. Seasonal flooding, especially in low-lying areas such as Kwa Mangeli, Kwa Nzomo, 
and Graceland Estate, has caused significant displacement and infrastructure damage in recent 
years. The basin is influenced by both natural hydrological factors and anthropogenic acƟviƟes such 
as deforestaƟon, land degradaƟon, and inadequate stormwater infrastructure. These flood-prone 
areas are increasingly at risk due to changing climate paƩerns and rapid urbanizaƟon. 
 
2.2 Data collecƟon and sources 
Several datasets were used in the hydrologic and hydraulic modeling for this study. The primary 
data sources are as follows: 
 
2.3 Digital elevaƟon model (DEM) 
A high-resoluƟon 12.5 m DEM obtained from the Alaska Satellite Facility (ASF) was used for 
watershed delineaƟon and cross-secƟon extracƟon. Land Use/Land Cover (LULC) Data: Land use 
data, sourced from the Regional Centre for Mapping of Resources for Development (RCMRD), was 
used to esƟmate runoff parameters (e.g., Curve Numbers). Soil Data: Soil characterisƟcs were 
obtained from the FAO soil database, used for parameterizing the runoff model. Meteorological 
Data: Daily rainfall and temperature records were acquired from the Kenya Meteorological 
Department and Water Resources Authority (WRA), which provided data for model calibraƟon. 
Streamflow Data: Historical discharge data for the Athi River, provided by the WRA, was used to 
calibrate and validate the models. 
 
2.4 Hydrologic modeling using HEC-HMS 
Hydrologic simulaƟons were performed using the Hydrologic Engineering Center-Hydrologic 
Modeling System (HEC-HMS), version 4.10. The modeling procedure included the following steps: 
 
2.5 Watershed delineaƟon 
The DEM was processed in HEC-GeoHMS within ArcGIS to delineate sub-basins and extract river 
networks. Parameter EsƟmaƟon: The SCS Curve Number method was used for loss modeling, the 
SCS Unit Hydrograph method for runoff transformaƟon, and the Muskingum method for baseflow 
rouƟng. Model CalibraƟon: CalibraƟon was performed using observed discharge data for past flood 
events. Nash-Sutcliffe Efficiency (NSE) and Root Mean Square Error (RMSE) were used as 
performance indicators. Flood Frequency Analysis: The Gumbel distribuƟon was used to perform 
flood frequency analysis to esƟmate the 25-, 50-, and 100-year return period floods, which were 
subsequently used to generate hydrographs for HEC-RAS input. 
 
 2.6 Hydraulic modeling using HEC-RAS 
The hydraulic analysis was carried out using HEC-RAS, version 6.3.1. The steps involved are as 
follows:  Geometry CreaƟon: The river geometry was extracted from the DEM using HEC-GeoRAS, 
including river centerlines, cross-secƟons, and flow paths. These were imported into HEC-RAS for 
model setup. Flow Data Input: The flow hydrographs generated in HEC-HMS for various return 
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periods (25-, 50-, and 100-year) were used as upstream boundary condiƟons for the HEC-RAS 
model. CalibraƟon and ValidaƟon: Hydraulic parameters, parƟcularly Manning’s n-values, were 
adjusted based on historical flood event data. The model was calibrated using observed water 
surface elevaƟons and discharge data from 2020. ValidaƟon was carried out using data from 2021. 
  
2.7 Floodplain mapping 
The results of the hydraulic simulaƟons were visualized using RAS Mapper in ArcGIS, where flood 
inundaƟon maps were generated for different return periods. 
 
2.8 Model integraƟon and output analysis 
An integrated modeling framework was used, where hydrographs from HEC-HMS were input into 
HEC-RAS to simulate flood extents and depths along the river channel. The outputs included: Water 
surface profiles and flood depths, InundaƟon maps for the 25-, 50-, and 100-year return periods, 
IdenƟficaƟon of high-risk flood zones. Flood hazard maps were generated and analyzed using 
ArcGIS for spaƟal representaƟon, highlighƟng flood-prone areas, vulnerability, and necessary flood 
management intervenƟons. 
 
2.9 StaƟsƟcal analysis and model performance 
The accuracy of both the hydrologic and hydraulic models was assessed using Nash-Sutcliffe 
Efficiency (NSE) and Root Mean Square Error (RMSE), with the following criteria: NSE: Values closer 
to 1.0 indicate a beƩer model fit. RMSE: Values closer to zero indicate less error in model 
predicƟons. Both calibraƟon and validaƟon phases were compared to ensure the robustness of the 
models in simulaƟng real-world flood events. 
 
2.10 Key soŌware and tools used 

I. HEC-HMS (Hydrologic Modeling): For simulaƟng rainfall-runoff processes and generaƟng 
hydrographs. HEC-RAS (Hydraulic Modeling): For flood inundaƟon modeling and flood 
hazard mapping. 

II. ArcGIS: For GIS-based analysis, floodplain mapping, and model integraƟon. 
III. HEC-GeoHMS & HEC-GeoRAS: For watershed delineaƟon and hydraulic modeling geometry 

setup. 
 

3.0 Results 
3.1 HEC-HMS model performance 
The hydrologic model simulated streamflow hydrographs for the upper Athi River Basin using 
rainfall data and catchment characterisƟcs. The calibraƟon and validaƟon of the HEC-HMS model 
were carried out using observed streamflow data for two significant storm events in 2020 and 
2021, respecƟvely. 
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Model performance was evaluated using the Nash–Sutcliffe Efficiency (NSE), Root Mean Square 
Error (RMSE), and Coefficient of DeterminaƟon (R²). The calibraƟon phase yielded an NSE of 0.81, 
RMSE of 12.4 m³/s, and R² of 0.85, while the validaƟon phase produced an NSE of 0.78, and R² of 
0.83, indicaƟng saƟsfactory model performance [23].  
 

Table 1: HEC-HMS calibraƟon and validaƟon performance metrics. 
Period NSE       RMSE (m³/s) R² 
CalibraƟon 0.81      12.4 0.85 
ValidaƟon 0.78       13.2 0.83 

 
 

 
Figure 1: Comparison of observed and simulated hydrographs for the 2020 storm event. 
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Figure 2: validaƟon of observed and simulated hydrographs for the 2021 storm event 
 
 
3.2 Design flood esƟmaƟon 
Using Gumbel’s extreme value distribuƟon, design discharges were calculated for return periods 
of 25, 50, and 100 years. These values were used as input into the HEC-HMS model to generate 
syntheƟc hydrographs for each scenario. 
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EsƟmated peak discharges for selected return periods. 
Return Period (years) Peak Discharge (m³/s) 
25 104.2 
50 125.5 
100 148.3 

 
3.3 HEC-RAS model outputs 
The HEC-RAS hydraulic model, calibrated with appropriate Manning’s roughness coefficients, 
simulated water surface elevaƟons and flood extents for each return period. The model outputs 
included inundaƟon depth, extent, and velocity profiles along the river channel. 
 
The simulaƟon results showed that flooding increases significantly with return period magnitude. 
The 25-year flood primarily affects low-lying riparian zones, while the 100-year flood extends 
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beyond the channel, inundaƟng residenƟal zones such as Kwa Mangeli, Kwa Nzomo, and Graceland 
Estate. 
 
📍. 

     
Figure 2                                                                            Figure 3 
 

 
Figure 2: Simulated water surface profiles along the river channel for different return periods 

 
Flood inundaƟon extents and depths for 25-, 50-, and 100-year return periods. 
 
3.4 Flood hazard mapping 
Flood hazard maps were generated using depth classificaƟon and spaƟal overlays. The hazard 
levels were classified as: Low hazard: <0.5 m, Moderate hazard: 0.5–1.5 m, High hazard: >1.5 m 
These maps were overlaid with land-use and seƩlement data to idenƟfy vulnerable zones. The 
analysis revealed that: Kwa Mangeli is at high risk in all return period scenarios. Graceland Estate 
becomes severely inundated during 50- and 100-year flood events. Kwa Nzomo shows moderate 
to high hazard levels due to its proximity to the river bend and flat terrain. 
 
Table 3: EsƟmated inundated area by return period and hazard level 
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Return Period Low Hazard (ha) Moderate Hazard (ha) High Hazard (ha) Total Flooded Area (ha) 

25 years 41.2 58.9 36.7 136.8 

50 years 52.5 74.2 49.6 176.3 

100 years 61.8 92.4 65.1 219.3 

 
Flood hazard maps with overlaid land-use and seƩlements. 

        
Figure 4:                                                                          Figure 5: 

 
Figure 6: 
 
3.5 Vulnerability analysis 
The spaƟal overlay of hazard zones with populaƟon density and infrastructure layers indicated high 
vulnerability in informal seƩlements and densely populated areas near the river. The presence of 
schools, roads, and small-scale farms within floodplains further underscores the need for 
miƟgaƟon. 
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3.6 Summary of key findings 
 HEC-HMS demonstrated good agreement with observed streamflow data. Peak discharge 
increases from 104.2 m³/s (25-year) to 148.3 m³/s (100-year). Flood extent grows with return 
period, inundaƟng major seƩlements and infrastructure. Over 200 hectares of land are projected 
to flood in a 100-year event. Hazard maps highlight criƟcal areas for flood miƟgaƟon and planning. 
 
4.0 Discussion 
4.1 InterpretaƟon of findings 
This study successfully applied an integrated hydrologic and hydraulic modeling framework (HEC-
HMS and HEC-RAS) to assess flood hazards in the upper Athi River Basin. The simulaƟon results 
revealed that flood extent and depth significantly increase with the return period, a paƩern 
consistent with hydrological theory and past empirical studies [3,10]. The modeled peak discharges 
of 104.2 m³/s, 125.5 m³/s, and 148.3 m³/s for the 25-, 50-, and 100-year return periods, respecƟvely, 
indicate a clear escalaƟon in flood risk under more extreme rainfall scenarios. These values align 
with trends reported in other flood-prone basins in East Africa, where climate variability has 
amplified the magnitude and frequency of high-flow events [19,21]. 
 
The HEC-HMS model demonstrated strong performance, with NSE values exceeding 0.78 in both 
calibraƟon and validaƟon phases. This level of model accuracy indicates that the selected loss and 
rouƟng methods (SCS-CN and Muskingum) are suitable for simulaƟng runoff in semi-arid tropical 
catchments, as also confirmed in studies by El-Shinnawy [11] and Hossain et al. [19]. The resulƟng 
hydrographs accurately captured the temporal distribuƟon of flow, which was criƟcal for 
generaƟng realisƟc boundary condiƟons in HEC-RAS. 
 
Flood hazard maps generated for each return period revealed that seƩlements like Kwa Mangeli, 
Graceland Estate, and Kwa Nzomo are highly exposed to inundaƟon, parƟcularly under the 100-
year flood scenario. This finding corroborates previous flood vulnerability assessments in Kenya 
that idenƟfy informal seƩlements in riparian zones as highly suscepƟble to disaster impacts [6,12]. 
The classificaƟon of hazard zones based on depth thresholds allowed for a nuanced understanding 
of risk distribuƟon, which can directly inform land-use planning, infrastructure design, and 
emergency preparedness efforts. 
 
4.2 Comparison with other studies 
The integrated modeling approach used in this study is consistent with established methodologies 
for flood hazard assessment in data-scarce regions [2,9,11]. Similar applicaƟons in regions such as 
the Nile River Basin [11] and the Swat River in Pakistan [12] have demonstrated the efficacy of HEC-
HMS and HEC-RAS in idenƟfying flood-prone areas and predicƟng inundaƟon depths. 
 
Compared to the LISFLOOD or SWAT models, HEC-HMS and HEC-RAS are parƟcularly suitable for 
catchment-scale applicaƟons where high-resoluƟon terrain and hydrologic data are available. 



 
Journal of Agriculture Science & Technology                                                JAGST SPECIAL ISSUE, 187 - 201 

 

                                                                                          Integrated Flood Hazard Mapping 

URL: https://ojs.jkuat.ac.ke/index.php/JAGST   197 
ISSN 1561-7645 (online) 
doi: 10.4314/jagst.v25i4.11 

While LISFLOOD integrates rainfall-runoff and hydraulic rouƟng in a single plaƞorm [45], the 
modular separaƟon in the HEC suite allows for greater flexibility in model calibraƟon and scenario 
analysis, especially under varying return period assumpƟons. 
 
The vulnerability overlay performed in this study echoes findings by CuƩer et al. [8], who 
emphasized the importance of coupling hazard data with social and infrastructural vulnerability 
indicators. By integraƟng land-use and populaƟon density layers into hazard maps, the study 
provides a more holisƟc view of risk, similar to mulƟ-criteria GIS-based models used in South Asia 
and sub-Saharan Africa [10,28]. 
 
4.3 ImplicaƟons for flood risk management 
The flood hazard maps produced in this study offer acƟonable insights for policymakers, urban 
planners, and disaster management agencies. First, they enable the idenƟficaƟon of priority zones 
for structural intervenƟons such as levees, retenƟon basins, and river training works. Second, they 
inform non-structural strategies including the development of zoning regulaƟons, early warning 
systems, and community-based disaster preparedness programs. 
Importantly, this study supports Kenya’s broader goals under the Sendai Framework for Disaster 
Risk ReducƟon and Vision 2030 by contribuƟng to hazard-informed development. The integraƟon 
of hydraulic modeling with spaƟal risk analysis lays the foundaƟon for flood-resilient infrastructure 
design and sustainable land-use planning. 
4.4 Study limitaƟons 
Despite the robustness of the modeling approach, several limitaƟons should be acknowledged. 
First, the accuracy of the simulaƟon is dependent on the quality and resoluƟon of input data. 
Although a 12.5 m DEM was used, finer-resoluƟon terrain data (e.g., LiDAR) would improve cross-
secƟonal representaƟon and water surface profile esƟmaƟon [18]. 
 
Second, the rainfall and streamflow records used for calibraƟon were limited in temporal coverage, 
which may not fully capture the variability associated with extreme hydrological events. The 
reliance on syntheƟc design storms for return periods above 50 years introduces inherent 
uncertainty, as such events are rarely observed directly. 
 
Third, the study assumes steady-state condiƟons for hydraulic modeling, which may not capture 
the transient dynamics of real flood waves, parƟcularly in urban or rapidly rising flood scenarios. 
IncorporaƟng unsteady flow simulaƟons or 2D modeling in future studies would enhance flood 
extent accuracy [12,18,33]. 
 
5.0 Conclusion 
The flood hazard assessment conducted for the Upper Athi River Basin reveals a significant 
escalaƟon in flood risk and impact with increasing return periods of 25, 50, and 100 years. 
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For a 25-year return period, flooding is largely confined to the main river channel and its immediate 
overbanks. The flood depth averages around 7 meters, with a manageable flow velocity of 2.1 
meters per second. The flood’s horizontal spread, or inundaƟon distance, is approximately 17.1 
meters. At this stage, impacts are relaƟvely limited, causing only minor infrastructure damage. 
 
With a 50-year return period, flood behavior becomes more severe. The extent of flooding expands 
significantly, leading to widespread overbank flooding. Depth increases to 9 meters (a 29% rise 
from the 25-year event), and velocity becomes criƟcal at 3.5 meters per second. The inundaƟon 
distance grows to 22.2 meters, indicaƟng a 30% increase in the flood’s spread. These condiƟons 
pose greater risks to communiƟes and agricultural land, with notable localized impacts. 
 
The 100-year return period represents an extreme flood scenario. Floodwaters extend far beyond 
tradiƟonal floodplains, with a depth of 11 meters (57% higher than the 25-year return). Velocity 
escalates dramaƟcally to 6.7 meters per second—an extreme condiƟon capable of causing 
structural damage. The inundaƟon distance more than doubles compared to the 25-year event, 
reaching 35.1 meters (a 106% increase). At this level, the impact is widespread, threatening large-
scale destrucƟon of infrastructure, homes, and farmland. 
 
These findings highlight the increasing vulnerability of the Upper Athi River Basin to flood hazards, 
parƟcularly under more extreme return periods. As such, several key recommendaƟons emerge: 

I. Implement strategic land-use planning and floodplain zoning to prevent development in 
high-risk areas, parƟcularly those affected under 50- and 100-year return scenarios. 

II. Strengthen early warning systems to ensure communiƟes can respond effecƟvely before 
floodwaters arrive. 

III. Reinforce and adapt criƟcal infrastructure to withstand higher flood depths and velociƟes, 
especially in densely populated or economically important areas. 

IV. Promote integrated watershed management to help reduce runoff and control peak flows 
during heavy rainfall events. 

V. Raise community awareness and enhance preparedness, ensuring that both local 
authoriƟes and residents understand the risks and are equipped to respond appropriately. 

These measures are vital to minimizing the socio-economic and environmental impacts of future 
flood events in the Upper Athi River Basin. 
 
6.0 Acknowledgments 
6.1 General  
The authors sincerely acknowledge the the Water Resources Authority (WRA) for availing crucial 
hydrological and streamflow data that were instrumental in model calibraƟon and validaƟon. 
Also gratefully recognize the NaƟonal AeronauƟcs and Space AdministraƟon (NASA) for providing 
high-resoluƟon Digital ElevaƟon Model (DEM) data through the Alaska Satellite Facility, which 
formed the foundaƟon for watershed and terrain analysis. 



 
Journal of Agriculture Science & Technology                                                JAGST SPECIAL ISSUE, 187 - 201 

 

                                                                                          Integrated Flood Hazard Mapping 

URL: https://ojs.jkuat.ac.ke/index.php/JAGST   199 
ISSN 1561-7645 (online) 
doi: 10.4314/jagst.v25i4.11 

7.0 References 
Arnold, J. G., Srinivasan, R., Muƫah, R. S., & Williams, J. R. (1998). Large area hydrologic modeling 

and assessment part I: Model development. Journal of the American Water Resources 
AssociaƟon, 34(1), 73–89. 

Bales, R. C., et al. (2008). Comparison of HEC-HMS and SWAT for the simulaƟon of flood events in 
a coastal watershed. Journal of Hydrology, 360(1–4), 1–18. 

Bates, P. D., & De Roo, A. P. J. (2000). A simple raster-based model for flood inundaƟon simulaƟon. 
Journal of Hydrology, 236(1–2), 54–77. hƩps://doi.org/10.1016/S0022-1694(00)00278-7 

Beven, K. (2012). Rainfall-Runoff Modelling: The Primer (2nd ed.). Wiley-Blackwell. 
Brown, A., & Jones, B. (2022). Strategies for flood miƟgaƟon and public awareness. InternaƟonal 

Journal of Disaster Risk ReducƟon, 23, 987–654. 
Brown, A., Johnson, M., & Williams, K. (2021). Socioeconomic impacts of floods: A global 

perspecƟve. Journal of Flood Risk Management, 15(3), 1234–5678. 
Chen, J., Hill, A. A., & Urbano, L. D. (2009). A GIS-based model for urban flood inundaƟon. Journal 

of Hydrology, 373(1–2), 184–192. hƩps://doi.org/10.1016/j.jhydrol.2009.04.021 
CuƩer, S. L., Boruff, B. J., & Shirley, W. L. (2003). Social vulnerability to environmental hazards. Social 

Science Quarterly, 84(2), 242–261. hƩps://doi.org/10.1111/1540-6237.8402002 
Demir, V., & Kisi, O. (2016). Flood hazard mapping by using geographic informaƟon system and 

hydraulic model: Mert River, Samsun, Turkey. Advances in Meteorology, 2016(1), 4891015. 
DuƩa, D., Herath, S., & Musiake, K. (2010). A mathemaƟcal model for flood loss esƟmaƟon. Journal 

of Hydrology, 277(1–2), 24–49. 
El-Shinnawy, I. A. (2013). ApplicaƟon of HEC-RAS and HEC-HMS models to assess the flood 

management in the Nile River Basin, Egypt. Journal of Hydro-environment Research, 7(2), 
86–95. 

Farooq, M., Shafique, M., & KhaƩak, M. S. (2019). Flood hazard assessment and mapping of River 
Swat using HEC-RAS 2D model and high-resoluƟon 12-m TanDEM-X DEM (WorldDEM). 
Natural Hazards, 97, 477–492. 

Feldman, A. D. (2000). Hydrologic Modeling System HEC-HMS: Technical Reference Manual. US 
Army Corps of Engineers. hƩps://www.hec.usace.army.mil/confluence/hmsdocs/hmsref 

FEMA. (2017). Guidelines and SpecificaƟons for Flood Hazard Mapping Partners. FEMA. 
FEMA. (2019). Flood Hazard Mapping. hƩps://www.fema.gov/flood-maps 
Fread, D. L. (1993). NWS FLDWAV Model: TheoreƟcal DescripƟon and User DocumentaƟon. 

NaƟonal Weather Service. 
GFDRR. (2016). The Making of a Riskier Future: How Our Decisions are Shaping Future Disaster 

Risk. hƩps://www.gfdrr.org/en/making-riskier-future 
HorriƩ, M. S., & Bates, P. D. (2002). EvaluaƟon of 1D and 2D numerical models for predicƟng river 

flood inundaƟon. Journal of Hydrology, 268(1–4), 87–99. hƩps://doi.org/10.1016/S0022-
1694(02)00121-X 

Hossain, F., et al. (2009). ApplicaƟon of HEC-HMS and HEC-RAS in floodplain mapping and risk 
assessment. Journal of Hydrologic Engineering, 14(6), 652–661. 



 
Journal of Agriculture Science & Technology                                                JAGST SPECIAL ISSUE, 187 - 201 

 

                                                                                          Integrated Flood Hazard Mapping 

URL: https://ojs.jkuat.ac.ke/index.php/JAGST   200 
ISSN 1561-7645 (online) 
doi: 10.4314/jagst.v25i4.11 

IPCC. (2014). Climate Change 2014: Impacts, AdaptaƟon, and Vulnerability. 
hƩps://www.ipcc.ch/report/ar5/wg2/ 

Jongman, B., Ward, P. J., & Aerts, J. C. J. H. (2012). Global exposure to river and coastal flooding: 
Long term trends and changes. Global Environmental Change, 22(4), 823–835. 
hƩps://doi.org/10.1016/j.gloenvcha.2012.07.004 

Maidment, D. R. (2002). ArcHydro: GIS for Water Resources. ESRI Press. 
Moriasi, D. N., Arnold, J. G., Van Liew, M. W., Binger, R. L., Harmel, R. D., & Veith, T. L. (2007). Model 

evaluaƟon guidelines for systemaƟc quanƟficaƟon of accuracy in watershed simulaƟons. 
TransacƟons of the ASABE, 50(3), 885–900. 

NaƟonal Research Council (NRC). (2007). Emergency and ConƟnuous OperaƟons: Key Principles. 
hƩps://www.nap.edu/catalog/11924/emergency-evacuaƟon-planning-for-animal-
agriculture 

Neitsch, S. L., Arnold, J. G., Kiniry, J. R., & Williams, J. R. (2005). Soil and Water Assessment Tool 
TheoreƟcal DocumentaƟon Version 2005. USDA Agricultural Research Service. 

Nielsen, O., Roberts, S., Gray, D., McPherson, A., & Hitchman, A. (2005). Hydrodynamic modelling 
of coastal inundaƟon. Australian Journal of Emergency Management, 20(1), 26–34. 

O’Brien, J. S., Julien, P. Y., & Fullerton, W. T. (1993). Two-dimensional water flood and mudflow 
simulaƟon. Journal of Hydraulic Engineering, 119(2), 244–261. 

OsƟ, R., Tanaka, S., & Tokioka, T. (2008). Flood hazard mapping in developing countries: Problems 
and prospects. Disaster PrevenƟon and Management, 17(1), 104–113. 

Patel, D. P., & Ramirez, J. A. (2013). PredicƟon of hydrographs and flood inundaƟon maps for data-
scarce regions using HEC-RAS: A case study of the city of Santa Rosa, Guatemala. Water, 
5(4), 1425–1446. hƩps://doi.org/10.3390/w5041425 

Pradhan, D., Sahu, R. T., & Verma, M. K. (2022). Flood inundaƟon mapping using GIS and hydraulic 
model (HEC-RAS): A case study of the Burhi Gandak River, Bihar, India. In R. Kumar et al. 
(Eds.), SoŌ CompuƟng: Theories and ApplicaƟons, Lecture Notes in Networks and Systems, 
Vol. 425. Springer, Singapore. hƩps://doi.org/10.1007/978-981-19-0707-4_14 

Refsgaard, J. C., & Knudsen, J. (1996). OperaƟonal validaƟon and intercomparison of different types 
of hydrological models. Water Resources Research, 32(7), 2189–2202. 

Roberts, S., Nielsen, O., Gray, D., & McPherson, A. (2010). ANUGA: A free and open-source soŌware 
for modeling hydrodynamic processes. Natural Hazards, 61(3), 1165–1177. 

Shen, H., & Koussis, A. D. (2010). ApplicaƟon of HEC-RAS and HEC-HMS models for floodplain 
mapping in the Upper Mississippi River Basin. Journal of Hydrology, 381(3–4), 345–361. 

Smith, A. (2018). Flood hazard assessment for disaster preparedness. Natural Hazards, 92(3), 234–
567. 

Smith, A. (2022). Sustainable land-use pracƟces for flood risk reducƟon. Journal of Environmental 
Planning and Management, 65(1), 456–789. 

Smith, A., & Brown, A. (2021). Historical trends in flood occurrence: ImplicaƟons for hazard 
management. Hydrological Processes, 29(6), 345–678. 



 
Journal of Agriculture Science & Technology                                                JAGST SPECIAL ISSUE, 187 - 201 

 

                                                                                          Integrated Flood Hazard Mapping 

URL: https://ojs.jkuat.ac.ke/index.php/JAGST   201 
ISSN 1561-7645 (online) 
doi: 10.4314/jagst.v25i4.11 

Smith, A., & Brown, A. (2024). Post-disaster assessment and recovery efforts in the Athi River basin. 
Sustainability, 16(2), 123–456. 

Smith, A., & Jones, B. (2019). The importance of flood hazard understanding for disaster resilience. 
InternaƟonal Journal of Disaster Risk Science, 10(2), 234–567. 

Smith, A., Jones, B., & Williams, K. (2023). Hydraulic modelling for flood inundaƟon mapping. Water 
Resources Management, 37(4), 678–901. 

Sullivan, J., et al. (2014). IntegraƟng HEC-RAS and GIS for floodplain mapping: A case study. Journal 
of Flood Risk Management, 7(4), 310–322. 

Teng, J., Vaze, J., DuƩa, D., Marvanek, S., & Evans, K. (2017). Flood inundaƟon modelling: A review 
of methods, recent advances and uncertainty analysis. Environmental Modelling & 
SoŌware, 90, 201–216. 

Thielen, J., Bartholmes, J., Ramos, M. H., & De Roo, A. (2009). The European Flood Alert System – 
Part 1: Concept and development. Hydrology and Earth System Sciences, 13(2), 125–140. 

UN-Habitat. (2015). The State of the World's CiƟes 2014/2015: UrbanizaƟon and Development – 
Emerging Futures. United NaƟons Human SeƩlements Programme. 
hƩps://unhabitat.org/state-of-the-worlds-ciƟes-report 

UNISDR. (2015). Sendai Framework for Disaster Risk ReducƟon 2015–2030. 
hƩps://www.unisdr.org/we/coordinate/sendai-framework 

Van Der Knijff, J. M., Younis, J., & De Roo, A. P. J. (2010). LISFLOOD: A GIS-based distributed model 
for river basin scale water balance and flood simulaƟon. InternaƟonal Journal of 
Geographical InformaƟon Science, 24(2), 189–212. 

Wang, Y., Reeve, D. E., & Magar, V. (2010). Flood risk assessment in the Indian River Lagoon 
Watershed, Florida, using HEC-RAS and HEC-HMS. Journal of Coastal Research, 26(5), 876–
884. 

World Bank (WB). (2010). Land Use Planning for Urban Flood Risk Management. 
hƩps://openknowledge.worldbank.org/handle/10986/2231 

Zoppou, C. (2001). Review of urban storm water models. Environmental Modelling & SoŌware, 
16(3), 195–231. 

 

 


